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g a ' Section D 155/120

PUMP - APE 8B

Fuel Injection Service Manual Parts List
INDUSTRIES INC.

AMERICAN BOSCH MARKETING DIVISION

SPRINGFIELD, MASS. 01107

NOT=: (1) Unless otherwise indicated in parenthesis ( ) following description of part, quantity used is onc.
(2) The first digit of an "Ill. No.” identifies the illustration proper. The number (s) following the
dash (-) refers to an individual part(s) of the illustration proper. For cxplanation of abbre-
viations, refer to Manual Section D 10/20.
BASIC PARTS LiST FOR
APE 8B - - - Q EXECUTION -~ FUEL INJECTION PUMP
il No Part Number Descriptiun I, No. Part Number Description
o 1-1 1 HG 766334 HOUSING ASSY, pump - 1-44 SC 7636 PLUG, sump closing
incl parts 18 & 45 1-45 WMRB 2157/2X BUSHING, cntl rod- inr (2)
- f1-2 PG 7617 PLUG, pipe 1-46 PMB 15/1X BUSHING, cntl rod - outer
' 1-3 CV 76119A CAP, breather {(2)
- 1-4 GA 79106 GASKET, breather cap 1-47 RD 7671 ROD, control
2 1-3 Deleted 1-48 PZR 3/1X GEAR, segment (?)
B 1-6 GA 7610 GASKET, bbl lectng sc (8) 1-49 SC 76189 SCREW, clamping gear
. 1-7 WSR 2099/1X SCREW, bbl lctng (8} segment (8)
1-8 SC 1182 SCREW, upr fistng - l 1-50 WMS 2079/1X SEAT, plngr sp - upper (8)
. insptn cover (4) 1-51 WSF 222223X SPRING, plunger (8}
11-9 WA 6-10BL WASHER, lock (4) 1-52 Deleted
1-10 + CV 76218-1 COVER, inspection 1-33 GU 7698 SEAT, pingr sp - twr (8)
1-11 GA 76204 GASKETY, insptn cover 1-54 NKE 5/2X KEY, Woodruff .
1-12 Deleted 1-55 NMU 2024/1X NUT o
1-13 SC 1182-1 SCREW, lwr fastening - 1-36 NMS 423/1X WASHER, lock
inspection cover (4) 1-57 SH 7636 CAMSHAFT
i 1-14 WA 6-10BL WASHER, lock (4) 1-38 PK 7616 SEAL, il (2)
1-15 CV 7620C COVER, supy pump hore 1-59 NKL 6/202Z BEARING, ball - sepa-)
(2) rable (2)
-16 GA 76123 GASKET, supy pump (2) 1-39A BB 1027 BEARING, ball - non-
1-17 NT 1159 NUT, fstng - supply separable (2)
pump (6) 1-60 WMS 2040/14X WASHER, adjusting -
1-18 SD 7610 STUD, mtng - supply . 004" (AR)
pump (6) WNMS 2040/8X WASHER, adjusting - S
1-19 WA 6-8SBL WASHER, lock (6) . 008" (AR) B
1 1-20 Not Used WMS 2040/9X WASHER, adjusting ~ B
1-21 WMU 2064/1X NUT, tubing - dischg (8) .012" (AR) '
1-22 WAIS 2081/2X WASHER, tubing nut (§) WNMS 2040/10X WASHER, adjusting - N
1-23 HP 76238A HOLDER ASSY, dely .016” (AR)
valve (8) 1-60A SR 7620-1 WASHER, adjusting - | ¢
1-2:4 Deleted - .{004" (AR) E
1-25 WSF 2141A1X SPRING, dely va {8) SR 7020-2 WASHER- adjusting -
~ =26 PVE 30/12 VALVE ASSY, dely (8) . 008" (AR) 1
1-27 WNR 2021/1X GASKET, dely valve SR 7620(-3 WASHER, adjusting -
holder (8) 012" (AR)
1-2¢ SETF VAR, PLUNGER & BARREL SR 7620-4 WASHER. adjusting -
7 ASSENBLY (83 016" (AR)
1-24 WSR 2196/1> SCREVW, control od SR 7630-5 WASHER, adjusting -
IR WAIB 2037 71X SLEEVL, control (8) 006" (AR) J
-3 Deletad 1-60B WAIS 2040 78X SHIM (2) Sce Notes 1 & 2
1-32 TH 7632 4 TAPPET ASSY - incl 1-60C WMS CJ40/10X SHIM (2) See Notes ! & 2
parts 33-38 (8) 1-61 DMS 1073 SLINGER, oil (2}
=30 SC 76170 SCREW, adjusting (8 1-062 GA 7996 GASKET, drain plug (2)
1-34 NT 7638 NUT, lock {8) 1-63 S5C 7970 P1L.UG, drain (2)
2 1-35 TP 7823 SHELL, tappet {8) 1-64 FI 765 PETCOCK, overflow
1-56 PRL 1/2X ROLLER, rtappet (8§) 1-65 SC 150-2 SCREW, drive - np (2)
1-37 WMNB2109/1X SUSHING, roller (8) | 1-66 NP 7676 NAMEPLATE
1-38 WBO 2066/1X PIN (8) 1-67 WSR 2132/1X SCREW, center bearing
1-39 FFT 76533 A FITTING, overflow 1-68 PLG 3/1Z BEARING, center
1-40 PPT 22/1X WIPER, felt (§) 1-69 PG 1041 PLUG, pipe
. 1-41 WMR 2041/408X GASKET, cisng plug (8) 1-70 PG 7617 PLUG, pipe - ;
v 1-42 WVU 2026/2X PLUG, closing (8) 1-71 WMR 2041/5X GASKET, closing plug
1-43 WMR 2041/5X GASKET, clisng plug - Cont'd -
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Section D155/120 S

AMERICAN BOSCH MARKETING DIVISION

I1l. No. Part Number Description
1-72 SC 7656 PLUG, c:losing
1-73 PL 7645 PLATE, end (2) See
Note 1
1-73A PL 7645 PLATE, end (2) See
Note 1
1-74 GA 76143 GASKET, end plate (2)
1-75 PDE 15/1X COVER, protection -
See Note 3
=76 NSR 734/25X SCREW, protn cv (4)
See Note 3
1-77 NSR 734/19X SCREW, end plate (8)
See Note 3
I 1-78 PG 7931 PLUG, closing
1-79 WMR 2090/5X RING, =nap
1-80 WA 1241 WASHER
1-81 BG 7925 BUSHING, shut-off lever
shaft
1-82 SP 7956 SPRING, stop lever
1-83 LE 7983 LEVER, stop - inner
1-84 SR 7917 SPACER
1-85 SH 7957 SHAFT, shut-off lever
1-86 BG 7926 BUSHING, shut-off lever
shaft
1-87 PK 795 SEAL, oil
1-88 WA 1303 WASHER, oil seal
1-89 PN 3-20BL PIN, cotter
1 1-90 NT 8-8BL NUT
1-91 SC 7961 SCREW, clamping -
operating lever
I 1-92 WA 6-8BL WASHER
1-93 LE 7951A LEVER ASSY, operating
- incl parts 90-95
i LE 7952 LEVER, operating
1-94 PN 7947 PIM, Bowden wire
i 1-95 SC 326-3CA SCREW
T 1-96 Deleted
i 1-97 Deleted
3 1-98 BA 791 BAFFLE, oil
1 NOTES
£ 1: The latest type "Q" execution pumps incorpor-
i ate non-separable camshaft bearings. Therefore,
3 parts 59, 60 and 73 are to be used together as
well as parts 59A, 60B, 60C and 73A as illustra-
p ted. Part 73A is stamped with the letter "M"
to identify the incorporation of the non-separable
bearing.
2: Use one shim on each end of camshaft between
ball bearing and oil slinger.
3: Parts 75 and 76 require special orders. When
parts 76 are used, only 4 of part 77 are re-
quired,

AMBAC

INDUSTRI!ES INC.

SPRINGFIELD, MASS. 01107
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Section D 155/120V
o ’ PUMP ~ APE 8B
- Fuel Injection Service Manual ‘ Parts List

AMERICAN BOSCH MARKETING DIVisioN |AMBAL '§§*”WHELD MASS. 0i107

INDUSTRIES INC.

Supersedes Pages D154/104 thru /109 Issued May, 1949 and ~ 54/1161__-.11‘11 /115 Issued October, 1954

VARIATIONS

NOTES 1: The following parts lists itemize particular parts and/or quantities that apply to variations of the
basic product,

Shut-off uperating lever is located at right or left hand side of governor according to order.
Mustration (Figure 1 - Sectional View) shows operating lever at right side when facing governor end
of pump. When operating lever is located at the left side, parts 82, 83 and 84 remain in the posi-
tion shown and all others to be assembled on opposite side.

S521 S 626
APE 8B 100Q 300 S521 APE 8B 90Q 300 S 626 - Model A -
Right Hand - 4%” x 5%”
APE 8B 100Q 500 S626 - Model D -
Drive End: R.H. Side - CW Rotation - Firing

. g " 9
Order: 1-6-2-5-8-3-7-4 - Camshaft Notch: L.H. Right Hand - 5" x 7
Side - Timed for Port Closing.

VIVIAN ENGINE WORKS - 6-1/2" x 10"

J J
I11. No. Part Number . Description NATIONAL SUPPLY CO.

1-6~2-5-8-3-4-7 - Camskaft Notch: L.H. Side - Timed

parts see Supply for Port Closing.

Pump Section

I 1-15 SPA 22B2 PUMP ASSY, supy - for Drive End: R.H. Side - CW Rotation - Firing Order :

. -
1-28 PPK 1/4Z PLUNGER & BARREL I1i. No. Part Number Description
157 o . ASSEMBLY (8) 1-15 SPA 22B3453A  PUMP ASSY, supy - for
- + PAC 88/1X CAMSHAFT et oee S o
1-70 FI 7621 FITTING, bleeder Sontion PPy Fump
1-72 WRV 2A1X UNION, fuel inlet ) -t .

** 1 PMB11/91Z STOP ASSY, control rod | 1728~ FPPK 1/3Z PLUNGER & BARREL

) ASSY - u/o 90Q (8)
*x WMR 2041/409X Gﬁ:}iff' cntl rod stop PPK 1/42 PLUNGER & EARREL

*  ZKG 11A4 CCUPLING ASSY, drive 1430 PG 7611 PLLC, poe s
;foé paglsO()s/efoé\ faual PG 1041 PLUG, pipe - u/o 100Q
~ection 1-44  + WRV 242X UNION, fuel inlet

Omit parts 78 -95 and 9. 1-46 PMB 15/2X BUrSOI-(IiING, threaded - cntl

* % - 3

Refer to Basic Parts List, D155/120, for all other T RD 46464 R%Izrfssig’ oo e

required parts. 1-47 RD 7647 ROD, control

CALIBRATION **a + WMU 6A1X NUT, adjusting

ok - T -
Set at 600 RPM and control rod position of 12 mm b WMU 2066/1X NUT, lock - adjusting nu:
for 61-70.5 cc/400 strokes 1-57 T SH 769 CAMSHAFT :

* * 1-70 VA 7957-2A VALVE ASSY, ovflc - for

Check at 200 RPM and control rod position of parts see Manual

= ; Section D275
9 mm for 37.5-49 cc/500 strokes. 1-75  CV 76133  COVER, protn --L.H. Side

Use AKB 50 SD 150 set at 2500 P.S.1. opening o 1-76 NSR 734/25X SCC%E\;;, (fzgﬂg " protection
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D. T ek . -
x .084" I.D. x 14" long high pressure tubing. WMR 2041/409X Giilfrgl’ catl rod stop
** PMK 8/400 X COYER, cntl rod ~ L, H.
) Sidle
** ZKG 11A5 COUPLING ASSY, drive -
for parts see Manual
Section D100/100

- Cont'd -

Printed in U.S. A. ) - ISSUED OCTOBER, 1971




Section D155/120V

AMERICAK BOSCH MARKETING DIVISION

S626 -- Cont’d

T11. No, Part Number Descriprion

Omit parts 7§ -95 and 98

Refer to Basic Parts List, D 155/120, for all other
required parts.

CALIBRATION
APE 8B 90Q 3900 S 626

1. Set at 600 RPM and control rod position of 12 mm
for 58 - 67 cc/500 strokes.

2. Check at 200 RPM and control rod position of
% mm for 27.5-36 cc/300 strokes.

3. Use AKDB 50 SD 150 set at 2500 P.S.1. opening

pressure, ADN 12 SD 12C Nozzles and 1/4" 0.D.
x 084" I.D. x 14" long high pressure tubing.

APE 8B 100Q 500 5626

1. Set ar 600 RPM and control rod position of 12 mm
for 61-70.5 cc/400 strokes.

8]
.

Check at 200 RPM and control rod position of
9 mir for 37.3-49 cc/500 strokes.

L

Use AKDB 30 SD 150 set at 2300 P.S.1. opening
pressure, ADN 12 SD 12C Nezzles and 1/4" O. 0.
x 084" I.D. x 14" long high pressurc tubing.

S 627
APE 8B 90Q 400 S 627 - Model A -
Left Hand - 414" x 53"

AMBAC

INDUSTRIES INC.

SPRINGFIELD, MASS. 01107

I11. No. Part Number Description
1-76 NSR 734/25X SCREW, fstng - protn cv
(4)
okl + PMB 11/91Z STOP ASSY, control rod
ok WMR 2041/409X GASKET, cntl rod stop cv
% %

ZKG 11A5 COUPLING ASSY, drive -

for parts see Manual
Section D 100/100

Omit parts 78 -95 and 98

Refer to Basic Parts List, D155/120, for all other
required parts.

CALIBRATION
APE 8B 90Q 4006 S 627

1. Set at 600 RPM and control rod position of 12 mm
for 38 - 67 cc/500 strokes.

2. Gheck at 200 RPM and control rod position of 9 mm
for 27.5- 36 ¢c/500 strokes.
3. Use AKB 50 SD 150 set at 2300 P.S.I. opening pres-

sure, ADN 12 SD 12C Nozzles and 1.4" O.D, x
.084" 1.D. x 14" long high pressure tubing.

APE 8B 100Q 600 S 627

1. Set at 600 RPM and control rod position of 12 mm
for 61-70.5 cc/400 strokes.

2. Check at 200 RPM and control rod position of 9mm
for 37.5-4% cc/500- strokes.

3. Use AKB 50 SD 1530 set at 2300 P.S.1. opening pres-
sure, ADN 12 SD 12C Nozzles and 1/4" O.D. x
.084" 1.D. x 14" long high pressure tubing.

APE 8B 100Q 600 S 627 - Model D -
Left Hand - 5% x 7"
NATIONAL SUPPLY CO.

Drive End: L.H. Side - CCW Rotation - Firing

Order: 1-4-7-3-8-3-2-6 - Camshaft Notch: R,H.
Side - Timed for Port Closing.
1. No. Part Number Description
1-2 VA 7057-2 A VALVE ASSY, ovflo -
for parts see Manual
Section D275
1-15 SPA 22B3453 A PUMP ASSY, supy - for
parts see Supply Pump
Section
1-28 PPK 1/37Z PLUNGER & BARREL
ASSY - u/o 90Q (8)
PFK 1/47Z PLUNGER & BARREL
ASSY - u/o 100Q (8)
}1-39 PG 1041 PLUG, pipe
1-57 + SH 769 CAMSHAFT
1-72 WRV 2A1X UNION, fuel inlet
1-75 CV 76133 COVER, protn - R.H.

Side

S 660
APE 8B 100Q 50¢ S660

NATIONAL SUPPLY CO. - Model D - R.H. - 5-1/2"x 7"

Drive End: R.H. Side - CW Rotation - Firing Order :

1-3-2-5-8-6-7-4 - Camshaft Notch: L.H. Side -
Timed for Pcrt Closing,
I1. No. Part Number Description

1-15 SPA 22B3453 A PUMP ASSY, supy - for
parts see Supply Pump
Scction
1-28 PPK 1/4 72 PLUNGER & BARREL
ASSEMBLY (8)
11-39 PG 1041 PLUE, pipe
1-44 + WRV 2A2X UNION, fuel inlet
1-46 PMB 15/2X BUSHING, threaded - cntl
rod
** PMK 8/400X COVER, catl rod - L. H.
Side
* %

WMR 2041/409X
** 4 RD 7646A

GASKET, cntl rod stop cv
ROD ASSY, cntl - incl
parts 47, **a and **h

Page 2




Fuel Injection ‘nerv1ce Manual

Section D155/120V
PUMP - APE 8B
Parts List

AMERICAN BOSCH MARKETING DI"IIS’JO

S660 — Cont’d

111, No. Part Number Description
1-47 RD 7647 ROD, corntrol
**a WMU 6A1X NUT, adjng - cnil rod
**b WM 2066/1X NUT, lock - adjag nut
1-70 VA 7957-2A VALVE ASSY, ovfle - for
parts see Mamual
Section D275
1-75 CV 76133 COVER, protection
1-76 NSR 734/25X SCREW, fstng - protn
cover (4)
ye %k

ZKG 11A5 COUPLING ASSY, drive
- for parts see Manual

Section D 100/100
~ Omit parts 78 -95 and 9%
Refer to Basic Parts List, D153/120, for all other
required parts.

CALIBRATION

1. Ser at 600 RPM and control rod position of 12 mm
for 61-70.5 cc/400 strokes.

2.  Check at 200 RPM and contrrol rod position of
9 mm for 37.5-49 cc/500 strokes.

3. Use AKB 50 SD 150 set =+ 2500 P.S.1. opening
pressure, ADN 12 SD 12C Nozzles and 1/4" 0.D.

x . 084" 1.D. x 14" long high pressure tubing.

AMBAC

"SPRINGFIELD, MASS. 01107

INDUSTRIES INC.

1505 — 1638 — 1641

APE 8B 110Q 1505C
APE 8B 110Q 16388
APE 8B 110Q 1641B-D

ALGIS -CHALNIERS (Buda) Model S DC 1125 -
5-1/4" x 6-1/2

Drive iind: L.H. Side - CCW Rotation - Firing
Order: 1~6-2-3-8-3-7-4 - Camshaft Notch: L.H.
Side - Timed for Port opening.

Iil. No.

Part Number Description

1-1 + HG 76633 A HOUSING ASSY, pump -
incl parts 18 & 45 -
u/o 1641B-D
+ HG 76794 A HOUSING ASSY, pump -
incl parts 18 & 45 -
u/o 1505C & 16388
1-10 + CV 76222-1 COVER, insptn - incl
parts **c & **d -
u/o 1305C & 16388
e NP 7656 NAMEPLATE, caution
**d SC 150-2 SCREW, dv - caution np
(2)
1-15 SPA 22B3384A PUMP ASSY, supy - for
parts sce Sapply Pump
Section
1-23 b HP 76236 A HOL.DER ASSY, delv va

- incl parts **o, **{,

& **h (8)

| e

883
.

Refer to Basic Parts List,
requived parts.

Iil. No. Part Number Description
*¥e HF 76269 A HOLDER ASSY, drly va
(8
*E WRV 2129/2X UNION, angular (8)
¥ o WMU 2153/2X - NUT, fstng - angular
union (8)
*k b WMR 2118/4X GASKET, angly union (16)
1-28 BC 764-2A PLUNGER & BARREL
ASSEMBLY {8)
| 1-39 PG 7611 Fi.UG, pipe - u/o 1641B-D
1-44 SC 7680 UMION, fuel outlet
w* PMK 8/1X COVER, cntl rod ~ L. H.
Side
1-46 PMB 15/2X BUSHING, threaded - cntl
rod .
*4 WMR 2041/409X GASKET, cut! rod stop
cover
1-57 SH 7644 CAMSHAF'I™.
1-70 VA 7957-2 A VALVE ASSY, ovflo - for
parts see. :fanual
Section D273
A ZKG 11A3 COUPLING ASSY, drive -
for parts see Manual
Section D 100/100
% sk

GVB.../... PK

[8+]
N
[S%]

GOVERNOR ASSY -
for parts see Maiual
Section D335/100 u/o
1505C ‘

GOVERNOR ASSY -
for parts see Manual
Section D335/100 u/o
1638 B

*%

GVB.../... PK

Omit parts 39, 78-95 and 98

D155/120, for all other

CALIBRATION

3et at 900 RPM and control rod posn:xon of 12.2mm
for 71-74.5 cc/500 strokes.

Check at 225 RPM and control rod position of 7.5
mm for 17 =23 cc/300 strokes.

Use AKB 50 SD 150 set at 2500 P.S.1. opening
pressure, ADN 12 SD 12C Nozzles and 1/4™ x .084"
x 14" long high pressure tubing.

Drive End:
1-4-7-6-8-5-2-3 - Camshaft Notch :
for Port Closing.

111. No. Part Number Description
1-21 Not A. B. Part
1-22 Not A. B. Part
1-23 HP 76261 A HOLDER ASSY, dely va
(8)
- Cont'd -

1716
APE 8B 100Q 1716B

WORTHINGTON CORP. - Model EE - 16" x 20"

L.H. Side - CCW Rotation - Firing Order:
R.H. Side - Timed

Page 3
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Section D155/120V

“AMERICAN B0SCH MARKETING DIVISION

1716 — Cont’d

111, No. Part Number
PPK 1/47Z

WRV 2A1X
VA 7957-2 A

Description

FLUNGER & BARREL
ASSEMBLY (8)

UNION, fuel inlet

VALVE ASSY, ovflo -

AMBAC

SPRINGFIELD, MASS. 01107

INDUSTRIES INC.

Cont'd
9 mm for 37.5-49 c¢c/500 strokes.

Use AKB 30 SD 130 set at 2500 P.S.1. opening
pressure, ADN 12 SI 12C Nozzles and 1,/4" O. D. x
.084" 1.D. x 14" long high pressure tubing.

for parts sce Manual
Section D275

COVER, protn - R, H.
Side

SCREW, protia cv (4)

COUPLING ASSY, drive
- for parts scc
Manual Scction
D100/100

YDE 15/1X

NSR 734/25XN
ZRC 114

Omit pasts 78-95 and 9§

Refer to Basic

Parts' List, D155/120, for all other
recuired parts. ’

CALIBRATION

Set ar 600 RPN andfgﬁnrrol rod positien of 12 mm
for 61-70,3 cc/400 strakes.

RPN ard contrsl rod position of

Check ar 200
37.5-49 cc /50 strokes.

9 mm for

Usce AKB 30 SP 130 ser o 2300 PUS. L opening
pressure, ADN 12 SD 17C Nozzles and 1747 0.D,
X L0847 LD x 14T deng high pressure mubing.,

1954
APE 8B 100Q 1954B

NORDBERG MFG, CQ. - 167 x 227
Drive Ind: L.H. Side - CW Rotatien - Firing
Order: 1-3-2-5-8-6-7-4 - Camshaft Notch: R.H.
Side - Timed for Port Closing.
1. No. Part Number Description
Not A, B. Part
Nor A, B. Parr
HP 76201 A HOLDFER ASSY, dely va
(8)
PLUNGER & BARREL
ASSEMBLY (8)
FITTING, bleeder
UNION, fuel inler

PPK 1/47Z

F1 7621
WRV 2A1X

Omit parts 78-95 and 98

1968
APE 8B 100Q 1968 B

NATIONAL SUPPLY CO. - Model D - Left Hand -

5-1/27" x 7"

Drive End: L.H. Sidc - CCW Rotation - Firing Order:
1-4-7-06-8-5-2-3 - Camshaft Notch: R.H. Side - Timed
for Port Closing.

Part Number

fil. No. Description

VA 7957-2 A VALVE ASSY, ovflo - for
parts see Manual
Section D275

PUMP ASSY, supy - for
parts sce Supply Pump
Section

PLUNGER & BARREL
ASSEMBLY (8)

PLUG, pipe

UNIQN, fuel inlet

COVER, protection - R.H.
Side

SCREW, protn cv {4)

STOP ASSY, cntl rod -

R. H. Side

GASKET, control rod stop
bearing

COUPLING ASSY, drive -
for parts sce Manual
Section D 100/100

SPA 22 B3433A

PPK 1/47
NSR 1A3X
WRV 2A1X
CV 76133

N3R 734/25 X
+PMB 11/912

WMR 2041/409X

ZKG 11A5

Omit parts 78 -93 and 9§

Refer 1o Basic Parts List,
required parts.

D 155/120, for ail other

CALIBRATION

Set at 600 RPM and control rod position of 12 mm
for 61-70.5 cc/400 strokes.

Check at 200 RPM and control rod position of
9 mm for 37.5~-49 cc/500 strokes.

Use AKB 30 SD 150 set at 2500 P.S.1. opening
pressure, ADN 12 SD 12C Nozzles and 1/4" O. D. x
.084" 1.D. x 14" long high pressure tubing.

Refer to Basic Parts List, D1535/120, for 2all other
required parts.

CALIBRATION

Set at 600 RPM and control rod position of 12imnm
for 61-70.5 cc/400 strokes.

Check at 200 RPM and control rod position of




Fuel Injection Service Manual

AMERICAN BOSCH MARKETING DiVISIO

2021 - 2022
APE 8B 110Q 2021A-D
APE 8B 110Q 2022A & B

ALLIS - CHALMERS (Buda) Model 8 DC 1125 -
5-1/4" x 6-1/2"

Drive End: L.H. Side - CCW Rotation - Firing
Order: 1-6-2-5-8-3-7-4 - Camshaft Notch: L. H.
Side - Timed for Port Opening.

I11. No.

Part Number Description

1-1 1 HG 76641 A HOUSING ASSY, pump -
incl parts 18, 45 & 98

COVER, insptn - incl
parts **c & **d’

NAMEPLATE, caution

SCREVW, dv - caution
nameplate (2)

PUMP ASSY, supy - u/o
2021A-C & 2022A & B
- for , rts see Supply
Pump Secction

PUMP ASSY, supy - u/o
2021D - for parts see

1-10 4 CV 76222-

Ry

. NP 7656
SC 130-2

Cc

1-15 . SPA 22B3384A

SPA 22B6363A

Section D 155/120V
PUMP - APE 8B
Parts List

SPRINGFIELD, MASS. 01107

AMBAC

INDUSTRIES INC.

11l. No. Part Number Description

see Manual Section

D335/100

GVB.../... PK 2013A GOVERNOR ASSY -
u/o 2022A - for parts
see Manual Section
D335/100

GVB.../... PK 2013B GOVERNOR ASSY -
u/o 2022B - for parts
see Manual Section
D335/100

Omit parts 1 of 46, 71 & 72
Refer to Basic Parts List, D155/120, for all other
required parts.
CALIBRATION
Set at 900 RPM and control rod position of 12.2 mm
for 71+74.5 cc/500 strokes.

Check at 225 RPM and control rod position of
7.5 mm for 17 -23 cc/500 strokes.

Use AKB 30 5D 150 set at 2500 P.S.I1. openiag .
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D.
.084" L.D. x 14" long high pressure tubing.

X

Supply Pump Section
HOLDER ASSY, dely va
- includes parts **e
through **h (8)
HOLDER ASSY, dely va
(8)
UNION; angular (8)
NUT, fstng - angular
union (8)
GASKET, angular union
(16)
PLUNGER & BARREL
ASSEMBLY (8)
PLUG, pipe
UNION, fuel inlet
BUSHING, threaded -
control rod
COVER, control rod -
L. H. Side
GASKET, control rod
stop cover
CAMSHAFT
VALVE ASSY, ovflo -
for parts see Manual
Section D275
PLATE, end - R.H, Side
GASKET, end"platc -

HP 76236 A

HP 76269 A

WRV 2129/2X
WNMU 2153/2X

WMR 2118/4X
BC 764-2A

PG 7611
SC 7680
PMB 15/2X

PMK 8/1X
WNMNR 2041/409X

“SH 7644
VA 7957-2

PL 7660

GA 76171

SC 57-6BL :.’, end plate -
Side (47

ZKG 11A3 ’coupu.f;-sq ASSY, ;lri\'e

D100/ 100 =
2014A GOVER\OR ASSY -
u/o 2021A-C - for
parts see Manual
... Secriocn D335/100
201483  GOVERNOR ASSY -
u/o 2021D - for parts

|

2028
APE 8B 100Q 2028B & C

WORTHINGTON CQRP. - Model EE -~ 16" x 20"
Drive End: L.H. Side - CCW Rotation - Firing Order:
1-4-7-6-8-5-2-3 - Camshaft Notch: R.H. Side - Timed
for Port Closing.

Il No. ' Part Number Description
Not A. B. Part

Not A. B. Part
HP 76263 A
PVE.67/17Z
PPK 1/472

' HOLDER ASSY, dely va (8)

VALVE ASSY, dely (8)

PLUNGER & BARREL
ASSEMBLY (8)

UNION, fuel inlet

VALVE ASSY, ovflo - for
parts ‘See Manual
Section D275

COVER, protn - R.H. Side

SCREW, protn cv (4y: -

COUPLING ASSY, dv - for
parts see’ Manual
Section D 100/100

2
-2
-2

2

2

1-4 WRV 2A1X
1-70 VA 7957-2 A

1-75
1-76

PDE 15/1X
NSR 734/25X
ZKG 12A2

Omit parts 78 -95 and 98

Refer to Dasic Parts List,
required parts,

D 135/120, for all other

CALIBRATION

Set at 600 RPM and control rod pcsmon of 12 mm
for 61-70.5 cc/400 strokes. :

1.

- Com d -
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Section D 135/120V

AMERICAN BOSCH MARKETING DIVISION

|

2028 — Cont’d

SPRINGFIELD, MASS. 01107

AMBAC

INDUSTRIES INC.

pressure, ADN 12 SD 12C Nozzles and 1/4" 0.D. x
.084" 1.D. x 14" long high pressure tubing,

N
.

Check at 200 RPM and control rod position of
9 mm for 37.5-~49 cc/300 strokes.

3. Use AKB 50 SP 150 set at 2500.P.S.1. opecning
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D.
x .084" 1.D. x 14" long high pressure tubing.

2099
APE 8B 90Q 2099 A

\’E'NN-SE\-"ER[;\" MACHINE CO. - Model 600 V -
: 7" x 8"

Drive End: L,H. Side - CW Rotation - Firing Order:

1-%—7-4-'%-6- 3-2 - Camshaft thh UrH. Side -
Timed for Port Cloa‘m: ' :
111. No. Parr Nmmm ‘ Descripiion

HOUSING ASSY, pump -
incl parts 18 & 45
COVER, insptn - incl
parts **¢ & **d
NAMEPLATE, cgudon
SCREW, dv - caution
nameplate (2) :
SPA 22 53384A PUMP . ASSY, supy --for
| k parts sce Suppiy
Pump Section

i-1 + HG 76794 A

1-10 4 CV 762221

g NP 7556
d 5C 130-2

1-21 wot A.B. Part
1-22 Not A, B, Part
1-23 1+ HP 76263 A

HOLDER ASSY, dely va
£8)

2258
APE 8B 70Q 22584

NORFOLK NAVY YARD - Model NA-V8 - 3-7/8" x 53"

Drive End: R.H. Side - CW Rotation - Firing Order:
1-3-2-5-8-6-7-4 - Camshaft Notch: L.H. Side - Timed
for Port Closing.

11, No. Part Number Description
I 1-2 VA 7957-2 A “VALVE ASSY, ovflo - for
) parts see Manual
" Section D275
l 1-13 SPA 22 B3384A PUMP ASSY, supy - for
parts see Supply Pump
. Section
1-28 PPK 1/12 PLUNGER & BARREL
‘ ASSEMBLY (8)
*x ZKG 11A3 CGUPLING ASSY, drive: -
for parts see Manual
_ : Section D 100/100
Ioow ZKH 75/1X DISC, drive

+ TMB 12A1 TIMING DEVICE -

Omit parts 35, 56, 1 each of 38 & 75, 4 of
77, 78 -95 and 98

Refer to Basic Parts List, Dba/l"O for all other
required parts.

A[‘~IBBATION

1. Set at 600 RPM and kcon ol rnd posmon of 12 mm
for 38 ~44 cc/-;OO qtrokcs :

2, Chccr\ at 200 RPM and control rod rrwmul of C
9 mm for 20-26 cc/500 strokes.

3. Use AKB 50 SD 150 set at 2300 P.S.1. opemng
pressure, ADN 12 SD 12C Nozzles and 1/47 0. D. x
.084" I.D. x 14" long high pressure tubmg.

1-28 PP 9/7 7 PLUNGER & BARREL
ASSEABLY (S)
1-44 WRV 2A1X UNION, fuel inlet
1-57 + SH 7672 CAMSHAFT
1-70 VA7957-2 A VALVE ASSY, ovflo -
I for parts see Manual
Section D275
ZKG 11A3 COUPLING ASSY, drive
- for parts see
Manual Section
D 100/100
o GVB.../... PK 221 GOVERNOR ASSY -

for parts see Menuai
Section D 335/100

Omit parts 39, 72, 1 of 73, 1 of 74i
4 of 77, 78-95 and 98

Refer to Basic Parts List, D155/120, for all other
required parts.

CALIBRATION

1. Set ar 600 RPM znd control rod position of .12 mm
for 58 -67 cc/500 strokes.

2. Check at- 200 RPM and control rod position of
9 mm for 27.5-36 cc/500 strokes.

3. Use AKB 50 SD 150 set at 2500,P.S.1. opening

2432
APE 8B 110Q 24324 -

ALLIS- CHALMERS (Buda) - Model 8 DC 112ﬁ - .
5-1/4" x 6-1/2"

Drive End: L.H, Side - CCW Rotation ~ Firing Order:
1-6-2-5-8-3-7-4 - Camshaft Notch: L.H. Side - Timed
for Port Opening.
1. No. Part Nﬁmber Description
'HOUSING ASSY, pump -
incl parts 18, 45 & 98
COVER, insptn - incl
parts **c & **d

1-1 4 HG 766414
1-10 4 CV 76222-1

Page 6
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2432 — Cont’d

111, No. Part Number . Description
*xc . NP 7656 NAMEPLATE, caution

** g SC 150-2 SCREW, dv - caution -

nameplate (2)

l 1-15 SPA 22 B3384A PUMP ASSY, supy - for .
. parts see Supply

- Pump Section

’ 1-23 WP 76236 A HOLDER ASSY, dely va

~ incl parts **e
- : thru **h (8)
‘i ‘ , e HP 76269 A HOLDER ASSY, dely va
o ‘ (8)
wEf WRV 2129/2X UNION, angular (8)
g WMU 2153/2X NUT, fstng - angula‘:

" v union (8)
**h W\IR 2118/4X GASKET, angular union
; - (16)
] 1-28 BC 764-2A PLUNGER & BARREL
i ASSEMBLY .(8)
21-39 PG 7611 PLUG, pipe
| L 1-44 SC 7680 _ UNION, fuel iniet
iy . 1-46 PMB 15/2X . +BUSHING, threaded -
. " control rod
B ‘ ** PMK §/1X COVER, cntl rod - L.H.
’ . Side
ok “WMR 2041/409X GASKET, cntl rod cv
9 1-57 SH 7644 - CAMSHAFT
1-70 VA 7957-2A VALVE ASSY, ovflo -
for parts sece Manual
: Section D275
1-73 PL 7660 - PLATE, end - R.H. Side
-74 GA 76171 GASKET, end plate -
R.H. Side
. 1-77 SC 37-6BL SCREW, fstng - end pl
N - R.H. Side (4)

** ZKG 12A2 COUPLING ASSY, drive -
: for parts see Manual
Section D 100/100
o GVB.../... PK 2014A GOVERNOR ASSY
- for parts see
Manual Section

o ‘ ~ D335/100

- | - , Uit parts 1 of 46, 71 & 72

Refer to BawicParts List, D155/120, for all other

required partfi} '

CALIBRATION

1. Set at 900 RPM and control rod position of 12.2
mm for 71-74.5 cc/500 strokes.

2, Check at 225 RPM and control rod positicn of

Section D155/120V '
"PUMP - APE 8B

AMBAC| SPRINGFIELD, MASS. 01107

INDUSTRIES INC.

2515
APE 8B 1149 2515A - C

ALLIS CHALMERS (Buda) Model 8 DC 1125 -
5-1/4" x 6-1/2"

Drive End: L.H. Siie - CCW Rotation - Firing Order:
1-6-2-5-8-3-7-4 - Camshaft Notch: L. H Side - Timed
for Port Opening.

i, No. Part Number Description
| 1-15 SPA22B3334A PUMP ASSY, supy -~ for
parts see Supply Pump
Section
1-23 T HP 76236 A HOLDER ASSY, dely valve
~ incl parts **e - **h
(8)
**a HP 76269 A HOLDER ASSY dely va (8)

*Ef WRYV 2129/2X UNION, angular (8)
** o WMU 2153/2X NUT, fstng - anglr union (8)
**h WMR 2118/4X GASKET, anglr union (16)

1-28 BC 764-2A - PLUNGER & BARREL
ASSEMEBLY (8} .
1-39 PG 7611 PLUG, pipe
1-44 SC 7680 UNION, fuel inlet
1-46 PMB 15/2X BUSHING, threaded - cntl
rod
ok FMK §/1X COVER, c¢ntl rod - L.H.
Side )
** WMR 2041/409X GASKET, cutl rod cover
1-57 SH 7644 CAMSHAFT
1-70 VA 7957-ZA VALVE ASSY, ovfle - for:
parts see Manual Section
D275
* ZKG 12A2 COUPLING ASSY, drive -

for parts see Naznual
- Section D 10€/100

Omit parts 78 -95 and 98
Refer to Basic Parts List, D 135/120, for all other
required parts.
CALIBRATION
1. Set at 900 RPM and control rod position of 12.2mm
for 71-74.5 cc/500 strokes. ! :

2, Check at 225 RPM and control rod posmon of 7.5
mm for 17 -23 cc/500 strokes.

3. Use AKB 50 SD 150 set at 2500 P.S.1. opening
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D. . x
.084" I.D. x 14" long high pressure tubing.

7.5 mm for 17 -23 cc/500 strokes.

3. Use AKB 30 SD 150 set at 2500 P.S.I. opening
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D.
X . 084" 1.D. x 14" long high pressure tubing.

2720 ==
APE 8B 90Q 2720A

VENN-~SEVERIN MACHINE CO. - Model 60°V - 7" x 8"

Drive End:.L.H. Side - CW Rotation - Firing Order:
1-8-7-4-3-6-5-2. - Camshaft Notch:s L.H. Side - Timed
for Port Closing.

~ -~ Cont'd -
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Secuon D 155/120V

AMERICAN Bl)S’CH MARKETING D!"ISION

it
it

e 2720 -~ Cont’d
n. No’.’ . Part Number ’ Description
| 115 SPA22B3384A  PUMP ASSY, supy - for
i ‘ parts see Supply
4 .o , * Punip_Section
1-21 Not A. B. Part ‘
i 1-22 Not A. B.. Part -
| 1-23 HP 76263 A HOLDER ASSY, dely va
M : : k (8)
//'"11-28 PPK 9/7 %4 PLUNGER & BARREL *

ASSEMBLY (8)

AMBAC

SPRINGFIELD, MASS. 01107

INDUSTRIES INC.

I11. No.

Part Number

i 1-39 FG 7611 PLUG, pipe
i 1-44 WRV 241X UNION, fuel inlet
v 1=37 SH 7672 CAMSHAFT'
Y1 1-70 VALVE ASSY, ovflo -

VA 7957-2A

for parts see Manual

Section D275
COUPLING ASSY, drive

- for parts see

Manual Section

D 100/100

** ZKG- 11A3

Omit parts 78 =95 and 98
Refer to Basic Parts Liqt D 155/120, for all other
. required parts.
e CAL!:SRATION

L bct at 600 RPM and (,or‘trol rod position of 12 mm
for 58 -67 cc/300 strokes.

.. -Check ar
9 mm for

200 RPAM and control rod position of
27.5-36 cc/500 strokes.

N

3.0 Use AKB 50 SD 130 ser ar 2300 P.S.1. opening
© prossuve, ADN 12 SD 12C Nozzles and 1/4" O.D.
X 0847 1.D. x 14" long high pressure tubing.

3133
APE 8B 110Q 31334

ALLIS CHAL\H‘R‘S (Buda) Model §:DC 1125 -

v **h (8) .
**e HP. 76269 A HOLDER ASSY, dely va (8)«
**f WRV 2129/2X UNION, angular (8)
** o WMU 2153/2X NUT, fstng: - angular.
union (8)
**h WMR 2118/4X GASKET, anglr union (-16}
1-28 BC 764-2A PLUNGER & BARREL
ASSEMBLY (8)
1-39 PG 7611 PLUG,. pipe
1-44 SC 7680 UNION, fuel inlet -
1-46 PMB 15/2X BUSHING, threaded - catl
‘ rod
*E PMK 8/1X COVER, control rod - L H.'
Side
wE WMR 2041/409X GASKET, cntl rod co"=
7 SH 7644 CAI\ISHAF1
| 1270 VA 7937-2A VALVE ASSY, ovﬂo = for
I  parts see Manualﬁ
Section D275 o
1-73 PL 7660 PLATE, end - R.H. Side
1-74 GA 76171 GASKET, endplate - K. H.
Side= o
1-77 SC 57-6BL SCREW, end plate - R.H.
Side (4)
** - ZKG 12A2 COUPLING ASSY, drive -
: ‘ for parts see Manual
‘ Section D 100/100
Sk GVB.../... PK 3134B GOVERNOR ASSY,

Descripﬁon

- incl parts **e‘thru .

for parts see Mamal
Section D 335/100

Omit parts 1 of 46, 71 and 72

Refer to Basic Parts ‘List, D155/120, for all other

required parts.

LAL]BRATION

1. Set at 900 RPM and contlol 1od position of 12 2 mm
for 71=74.5 cc/500 strexes..

3%
.

mm for 17 23 cc/500 strokes.

“3. Use AKB 50 SD 150 set at 2500 P.S.1.

Check at 225 RPM and control rod position of 7.5

opemhg

pressure, ADN 12 SD 12C Nozzles and 1/4" O.D. x
.084" 1.D. x 14" long high pressure tubing,

. ‘ ,3]/4 x 6-1/2"
& :

Drive End: . L.H. Side - CCW Rotatlon - Firing

~Order: 1-6-2-5-8-3-7-4 - Camshaft \'otch L. H.

S]de ~ Timed for Pc‘rt Opening. -

111, No. Part Number DCSCUPUOH

l'OUS’I\C ASS\’ pump
- incl parts 19 45
:md 98 -

CI-1 f HG 76641A

i-10 1 CV 76222-1 COVI",R, msptn - mr‘l
i ‘ : . C.oparts *Fc & *"d
Skt NP 7636 ’ *’J\‘AMLPLATE caurion
FEQ SC 150-2 SCREW, dv '~ cauticn i
o ’ nameplare (2)
I 1=15 SPA22B6363A ’ PUMP;, ASSY, supy - ~l'01
H : . -paits=see Supply
T T Pump Section - 2t
1423+ HP 76236 A HOLDER ASSY, dely va

3272

APE 8B 110Q 3272A - D

Drive End:
for Port Opening.

Ill \‘o. " Part Number

“1-1 4 HG 761077 A

». ALLIS - CHAL\IERS (Buda) Model SDC 1290 -

5-5/8" x 6~ 1/’)"

L.H. Sxdc ~ GCW Rotation -~ Firing Order:

1-6-2-5-8-3-7~4 - Camshaft Notch:' L.H. Side - Tipied =" .

Description”

HOUSING ASSY,“pump -

incl parts 18 & 45

.;ji

Page.$ -




Fuel Injection Service Manual

-AMERICAN BOSCH MARKETING DiVISION

3272 - Cont d

Part Number
CV 76222-~1

NP 7656
SC 150-2

SPA 22B3384A
HP 76236 A

HP 76269 A

WRV 2129/2X
WMU 2153/2X

WMR 2118/4X
BC 764-2 A
PG /f~11

SC 763G
PMR 15/2 X

PLUNGER & BARREL

o
l)eccnptmn

COVER, insptn cover -
incl parts *¥c & ¥*d

NAMEPLATE, caution

SCREW, drive - caution
nameplaté (2)

PUMP ASSY, supy - for
parts sce Supply
Pump Section

HOLDER ASSY, dely va
- mcl parts **e thru

*h (8) &

HOLDFR ASS\ dely va

(8)

UNION, angular (8)

NIJT, fstng - angular
union (8)

GASKET, angular union

(16)

ASSEMBLY (8)

=PLUG, pipe

UNION, fuel 1nlet
BUSHINC.. . threaded -
control” rod

111, No.

Section D155/720V
PUMP - APE 8B
Parts List

AMBAC

SPRINGFIELD, MASS. 01107

INDUSTRIES INC.

3283

APE 8B 110Q 34834 C

' ALLIS - CHALMERS (Buda) Model 8 DC 1260 -

5-5/8" x 6-1/2"

Drive End: L.H. Side - CCW Rotation - Firing Order:
1-6-2-5-8-3-7-4 - Camshaft Notch: L.H. Side - Timed

for Port Opening.

Part Number
1 HG 76641 A
+ CV 76222-1

NP 7656
SC 150-2

SPA 22B 6363A

HP 76236 A

HP 76269 A

HOLDER ASSY, dely va

Description

/

HOUSING ASSY, pump -

incl parts 18, 45 & 98

COVER, insptn - in¢ ludes

parts **c & **d

NAMEPLATE, cautwn
SCREW, drive - cauuon

nameplate (2) )I

PUMP ASSY, supy - w for

parts see oupply }ump
Section

HOLDER ASSY, delv \m -

incl parts **e-*%h (8.

S

(8)

R WRV 2126/2X  UNION, angular (8)
COS\i]dEcR’ cntl rod - L. H. WMU 2153/2X NUT, fstng - anglr union’
. . NP (8)
(\‘\'klr\ 2041/;09X G.’\Sl]\ E’l, cntl rod cv i v WMR 2118/4X GASKET, anglr union (1())
SH 7644 CAMSHAFT BC 764~2 A PLUNGER & BARREL
VA 7957-2 A VALVE AS5Y, ovflo - ASSEMBLY (8)
for parts sce Manual PG 7611 PLUG, pipe
coetion D2 drive SC 7680 UNION, fuel inlet
ZH ’ PMB 15/2 X BUSHING, threaded - cntl
- for parts sec

d
Manual Section rc; -
D 100,/100 COVER, cntl rod -~ L, H.

. o Side
CVB.../.s, PK 3273C  GOVERNOR ASSY WMR 2041/409X GASKET, cntl rod cover
o e e
D:?'SS}YOO VA 7957-2A VALVE ASSY, ovflo - for
R parts see Manual
Section D275

PLATE, end - R.H. Side

GASKET, end plate -
R.H. Side

SCREW, end plate - R, H.
Side (4)

COUPLING ASSY, dv - u/o
“3283A & B - for parts
see Manual Section -

D 100/100

DRIVE ASSY - u/o 3283C
- for parts-see Manual
Section D 100/100

DC 7510 DiSC, dv - u/o 3283C

ZKH 96A2X DRIVE MEMBER

GVB... /... PK 32848 GOVERNOR ASbY

for parts see Manual
Section D 335/100-

PMK S/1X

ZKG 12A2

PMK 8/1X

Omit parts 39, 1 of 46, 72, 73, 74,77,

78-95 and 98 PL 7660

GA 76171

Refer to Basic Parts List, D155/120, for all other

required parts. SC 57:6BL .

CALIBRATION ZKG 12A2

1.  Set at 600 RPM and control rod position of 12,2

mm for 71-74.5 cc/aOO str ol\eb B
Check at 300 RPM and control rod posmon of ZKH 12A12
7.5 mm for 17 -23 cc/500 strokes.

Use AKB 30 SD 130 set at 2500 P.S.1. opening
pressure, , ADN 12 SD'12C Nozzles and 1/4" O.D
. X .084%L.D. x.14" long high pressure tubing.

Omit pérts l of 46 71 and 72

Refer to Basic Parts L1st D 155/120, for.all other
required parts. :
- Cont'd -
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3283 — Cont'd
CALIBRATION

Set at 600 RPM and control rod position of 12.2
mm for 71-74.5 cc/300 strokes.

2. Check at 300 RPM and control rod position of
7.5 mm for 17 -23 cc/500 strokes.

3. Use AKB 50 SD 130 set at 2300 P.S.1. opening
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D.
X .084" 1.D. x 14" long high pressure tubing.

3385
APE 8B 100Q 33854

SPRINGFIELD, MASS. 01107

AMBAC

INDUSTRIES INC.

<
i

left of the vertical reference line. With
timing line on coupling in line with port
closing line on end plate; numbfr one plun-
ger at right hand side is to be/'set to port

i closing position with resultant clearance of
b 0.3 mm:to 0.7 mm (, 011" to .028") between
i top of plunger and bottom of delivery valve
seat with plunger at; top of stroke.

CALIBRATION

1. Set at 600 RPM and control rod position of 12 mm LT
for 61- 70 S cc/400 strokes. ~

3. Check at 200 RPM and control rod position of 9 mm
for 37.5-49 cc/500 strokes.

3. .bse AKB 50 SD 150 set at 2500 P.S.I. opening
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D. x .
+ 084" 1.D. x 14" long high pressure tubing.

- Model D - Right Hand -
5-1/2"x 7"

" NATIONAL SUPPLY CO.

O ¢ - Drive.End: R.H. Side -, CW Rotation - Firing Order:
- 1-6-2-5-8-3-7-4 - Timshaft Notch: L.H. Side -
4 Timed for Port Closing (SEE NOTE).
_ L. No. © Part Number Description
I 1-15 SPA 22B3453A PUMP ASSY, supy - for
3 ! parts see Supply
\ Pump Section .
' 1-28 PPK 1/47%2 ~ PLUNGER & PARREL
. ‘ ASSEMBLY (3)
. 1-39 PG 1041 PLUG, pipe
1-46 PMB 15/2X BUSHING, threaded -
© : control rod,
| S W PMK 8/406 X CCOVER, cntl rod - L.H.
- . : Side ’ =
wx WMR 2041/409X ... GASKET, -entl rod: cover
1-47 + RD 7646 A = ROD ASSY, cntl - incl
b A parts 47, *¥a & **b |
RD 7647 ROD, control e

O

LFa ¢ WMU 6A1X NUT, adjng < cml rod ~

. **h WMU 2066/1X NUT, lock - cntl rod
adjusting nut
: 1-57 + SH 769 CAMSHAFT
1-70 VA 7957-2 A VALVE ASSY, ovflo -
, . for parts see Manual
3 : ' Section D275
. 1-72 WRV 2A2X UNION, fuel inlet
. 175 CV.76133 COVER, plotectmn -
§ - L. H. Side
1-76 NSR 734/25X SCREW, fstng - protn ~
. cover (4) _
oo ZKG 11A5 COUPLING ASSY, drive
. . - for parts see’

Manual Section D”?S

3402 E
APE 8B 100Q 3402A |

\TATIO\TAL SUPPLY CO. - Model D - Left Hand -
: 5-1/2" x 7"

1
Drlve\End L.H. Side - CCW Rotation -~ Firing Order:
1-4-7-3-8-5-2-6 ~ Camshaft Notch: L.H. Side - T1me,
f01 Port Closmg (Sz_,E \IO'}"E) v

Ill \‘o. Part \‘umber *Description
|'1-2 VA 7957-2 A VALVE ASSY, oviip - for
; parts see Manual
Section D275 '
l 1-15 SPA22B3453A . PUMP ASSY, supy - for
. B ) parts see Supply Pump
; ‘ -~ Section
1-28 PPK 1/42 PLUNGER & BARREL
ASSEMBLY ()
1-39¢ PG 1041 PLUG, pipe
1-57 ° 4 SH 769 CAMSHAFT
1-72 WRV 2A1X UNION, fuel inlet
1-75 oCV 76138 - - COVER, protn - R.H. Side
1-76' NSR 734/25X SCREW, fastening (4) S
e PMB 11/912 STOquoY control rod
Ha

WMR 2041/409X
ZKG 11AS5

GASKET, cntl rod stop
COUPLING ASSY, drive -
for parts see Manual

., Section D 100/100

3%
*

Omit parts 1 of 46, 78-95 and 98

Refer to Basic Parts List, D.155/120, for all other
rcqmred parts.

End plagé at right hand side to have

: _ 09z TIMING NOTE:
Omit parts 78 -95 and-98 . i  a fixed port closing line 48° to the
: " leit. of the vertical reference line,
3& 2 .o . . . . -
; g:éﬁfrég ia;;g Parts List,” D155/120, for "all other > With timing line on coupling in line
- . P : . with port closing line on end plate;
:  TIMING I\OTE. End plate at right hand side to have nfxmb‘er one plunger' at right I}and .
L ——— 4 fixed port closing linc 48° to thé side is to be set to: port closing posi-
' ’Pagé\ 10
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" Fuel In]ecnon Servxce Manual - g

AMERICAN BOSCH MARKETING DIVIS|0N

3402 — Cont’d

tigit” with resultant clearance of 0.3 mm
to 0.7 mm (011" to .028") between top of
plunger and bottom of delivery valve seat
with plunger at top of stroke.

CALIBRATION

1. _Set at 600 RPM and control rod position of 12mm
for 61-70.5 cc/400 strokes.

AV

. Check at 200 RPM and control rod position of
9 mm for 37.5- 49 cc/500 strokes.

3. Use AKB 50 SD 150 set at 2500 P.S.I. opening’
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D.
x .084" 1.D. x 14" long high pressure tubing.

3737

TIMING NOTE: End plate at right hana side té have

Sécti on D155/120V
: PUMP - APE 8B
Parts Llst

AMBAC SPRINGFIELD m\ss 01107

INDUSTRIES INC.

a fixed port closing line 48° to the
left of the vertical reference line.
With fiming line on coupling in line

- with port closing ‘iine on end plate;

: number one plunger at right hand
side is to be set to port:closing
position with resultant clearance of
0.3 mm ‘to 0.7 mm (.011" to .028")
between top of plunger and. bottom of
delivery valve seat with plunger at
top of stroke.

CALIBRATION

1. Set ar 500 RPM and control rod positicn of ' 12 mm
for 28 -67 cc/500 strokes.

L'\

2. Check at 200 RPM.and control rod position of
9 mm for:27.5-36 cc/500 strokes.

3. Use AKB 50 SD 150 set at 2500 P.S.I. opening -
pressure, ADN 12 SD 12C Nozzles and 1/4" O.D.
x .084" I.I. x 14" long high pressure tubing.

APE 8B 90Q 3737A

NATIONAL SUPPLY CO. - Model A -*‘Right Hand -
4-1/2""x 5-3/4"
Drive End: R.H. Side - CW Rotation ~ Firing

Order: 1-6-2-5-8-3-7-4 - Camshaft Notch: L.H. =
Side - Timed, for. Port Closing (SEE NOTE).

I11. No. Part Number Description
1-15 SPA 22B 3433 A PUMP ASSY, supy -

for parts see Supply
. Pump Section

1-28 PPK 1/37Z PLUNGER & BARREL
ASSEMBLY (8)
1-39 PG 7611 -PLUG, pipe
1-44 + WRV 2A2X UNION, fuel inlet
1-46 " PMB 15/2X BUSHING, threaded -
control rod
** PMK 8/400X COVER, cntl rod -
: L.H. Side
E%E . - WMR 2041/209X GASKET, cntl rod cv
** + RD 7646 A ROD ASSY, cntl - incl
parts 47, **a & ¥*b
S 1-47 RD 7647 ) ROD, control
**a 4+ WMU 6A1X  # NUT, adjng - cntl rod
**b WMU. 2066/1X NUT, lock - adjng nut
1-87 1+ SH /69 .CAMSHAFT -
1-70< .~ VA 7957-’7A VALVE ASSY, ovflo -

“for parts see Manual
] B Section D275
1-75 CV 76133 : COVER, protn - L.H.

» \ . : E Side
1-76 NSR 734/25X : SCREW, fastening (4)

*E ZKG 11AS - COUPLING ASSY, dv '~
: : - for parts see Manual
s Sectjon D 100/100

Omit parts 78> 95 and 98

Refer to Basic Parts List, D155/120 for all other
required parts.

3803
APE 8B 100Q 3803 A

NATIONAL SUPPLY CO. - Model D - Right Hand -
5-1/2" x 7"
Drive End: R.H. Side - CW Rotation - Firing Order:

1-3-2-5-8-6-7-4 - Camshaft Notch: L.H. Side - Timed
for Port Closing (SEE \‘O”’E) :

T11. No. Part Number "~ Description . Tn
1-15 SPA22B 3453 A - FUMP ASSY, supy - for
= ] parts see Supply Pump
. . Section :
1-28 PPK 1/472Z PLUNGER & BARREL
: ASSEMBLY (8)‘
1-39 PG 1041 PLUG, pipe ‘
1-44 4+ WRV 2A2X UNION, fuel inlet ;
1-46 PMB 15/2X BUSHING, threaded - cntl
rod
*k WMR 2041/409X GASKET, cntl rod cover
*x PMK 8/400X- COVER, cntl rod - L.H.
‘ ' . Side
¥+ RD 7646 A ROD ASSY, cntl - incl
47, **a & **b
1-47 RD 7647 ROD, control
**a + WMU 6A1X NUT, adjng -.control rod
F*b WMU 2066/1X . NUT, lock - adjng nut .
1-70 " VA 7957-2A VALVE ASSY, ovflo - for

" parts see Manual
Section D275

1-75 = CV 76133 _COVER, protn - L.H.
N Side v
1-76 . NSR 734/25X  SCREW, fastening (4)
*+ ZKG 11A5 COUPLING ASSY, drive - ~ ;

for parts see Manual
" Section D 100/100

Omit parts 78 -95 and 98 - Cont'd -

Page 11 o ISSUED OCTOBER, 1971 .
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Section. D 155/120V

AMERICAN BOSCH MARKETING DIVISION (AMBAC| ‘SPRINGFIELD, MASS. 01107

INDUSTRIES INC.

3803 — Cont’d

(8]

Refer to Basic Parts List, D155/120, for all other ~ i
required parts. .

TIMING NOTE: End plate at right hand side to have
! a fixed port closing line 48° to the
left of the vertical reference line.
With timing line on coupling in line
with port closing line on end plate;
number one plunger at right hand -
side is to be set to port closing
position with resultant clearance of
0.3 mm to 0.7 mm (.011" to .028")
., berween top of plunger and:bottom
of delivery valve seat with plunger

at top of stroke. o i
CALIBRATION o ‘ ‘
; 1, Set at 600 RPM and control rod pos1t10n of 17 mm S ’ T, e g
{ . for 65 - 66.5 cc/400 strokes. D
2. Check at 200 RPM and com:rol rod position of . ‘ : ! j

9 mm for 41-45 cc/500 strokes.

3. Use AKB 50 SD 150 set at 2500 P.S.I." opeimg
pressure, ADN 12 SD 12C Nozzles and 1/4" O

X .0841.D. x 14" long high pressure tubing, _ : _ » . v -'/Qe ’

i

Page 12
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F o i‘i;’}f, " PUMP - APE 8BB
‘ : Parts List _

' Fuel ;:Inl]eCtIOI; Se1v1ce I\/’anual :
“ AMERICAN Boscn MARKETING DIVISION AMBAI} SPRINGFiELD MASS. 01107 -

' ' Supersedes Manual Pages D160 thru D160/3, issued October, 1955, i’ 160/4 thru D 160/17
Issued November, 1951, D160/18 D160/19; Issved March, 1953 & D160/90 thru D160/24 .

Issued May, 1953 :

SER‘VI@F E :PARTS LISTS

i And
CALIBRATION SPECIFICATIONS
For
AMERICAN BOSCH ,
~ FUEL INJECTION PUMPS -
 APE 8BB- - “Q” EXECUTION

SYMBOLS» .
—_ Not Il|ustrated

¢ — New Part
— Discontinued wnth no replacement. ++e — Not ohown Assembled
— Text or Iustmg opposnte has been

— Parts Included in listed Kkit.
’ o ' revn.sed or changed.

. Printed inU.S.A. “.Page 1 .. ..\ . _ISSUED MARCH, 1972’
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Fuel In]ecuon SerV1ce Manual

AMBAC

Section. D 160/120 %
PUMP - APE 8BB

Parts LlSt

SPRlNGFIELD MASS. 0107

MERICAN BOSCH MARKETING DIVISION

NOTE :

,\\ ‘

tNDUSTRIES (NC.

(1) Unless otherwise mdmated in pareuthesw () following description of part, quantity,
used is one - apphcable ‘to @il lists. (2) For explanation of abbreviations, refer to Section
D10/20. (3) The first, r‘xgn: of an "Ill. No." identifies the applicable figure; the numbers
fo;lowmg the dash (- ) refer to the 111ustrated parts in the figure.
SERVICE FARTS LIST For BASIC
- APE 8BB “(” EXECUTION
FUEL INJECTION PUMP
Il1. No.  Part No. Description I1l. No.  Part No. " Description
1-1  +HG.76936 A HOUSING ASSY, pump 1-32 Deleted .
' - incl 44, 51 & 98-100 1-33 TP 7644 A TAPPET ASSY - incl
1-2 "SP 7698 SPRING, dely va (8) : 34-40 (8) See. o -
1-3 See Variation HOLDER ASSY, dely va “ Note 1 @
’ R (8). . 1-34 KN 7610 KNOB, tappet (8) 2
1-4 VA 76116 A VALVE'ASSY, dely (8) 1-35 SR 7610-1 SPACER -.050" °
1-5 GA 76212 GASKET, dely va hidr SR 7610-2 SPACER=". 054" g
(8) SR 7610-3 SPACER - .058" '
1-6 Deleted . SR 7610-4 _ -“SPACER-.062" | =
1-7 See Variation PLUNGER. & BBL ASSY SR 7610-5°"" SPACER -.066" g
: (8) 1-36 RG-7618 RING, snap (8)
1-8 - GE 764 GEAR, seg - cntl (8) 1-37 .-~GU 76117 A° SHELL, tp (8) <
~11-9 SV 7665 SLEEVE, cntl (8) ! ‘ See Note 1 :
©1-10 WSR 2196/1X SCREW, stop-cntl rod 1-38 RL 768A ROLLER tp w/bg(8)
1-11 Deleted i-39 Deleted
1-12.  GU 7654 - SEAT,plngr sp - upr (8) 1-40 PN 7648 PIN, tp - floating u/w
{113+ SP 76150; SPRING, plunger (8) ¢ TP 7644 A - See Note 1
1-14 = GU:7692/ SEAT, pingr sp - lwr (8) 1-41  Deleted
1-45°  GA 7611 GASKET, gu sc-tp(8) 1-42 Cv 7620C COVER, pad - supply
1-16 SC 76124 SCREW, gu - tp (8) R pump (2) 3
1-17 Deleted : 1-43 GA 76123 . GASKET, padcv.(2)
1-18 PPT 22/1X WIPER, feit (8) 1-44 SD 7610 STUD, mtag - supply
1-19 PG 7644 PLUG, clsng-base (8) S pump (6) -
1-20 GA 76214 GASKET, clsng pg (8) 1-45 NT 1159 . . =NUT, fstng ~ supply
1-21 FI 7671A FITTING, overflow 7 A ‘. pump (6)
1-22 NT 7639 'NUT,. union - dely (8) 1-46 . WA 6-8BL WASHER, lock - supy
 1-23 WA 7625 WASHER, union nut (8) : ‘ pump (6)
1-24 Deleted o ' 1-47  Deleted
1-25 CV 76119A COVER, breather " ~1-48 PG 7617 . PLUG, pipe
1-26 - GA 79106 GASKET, brtr cv '’ . 1-49  "WMR 2041/5X GASKET clsng pg -
1-27 GA 7611 . ~:GASKET, locating sc - ’ sump
: bbl (8) : . 1-50 SC 76807 - SCREW, fuel 1nlet ,
1-28 SC 76125 SCREW, lctng bbl(8) 1-51 WMB 2157/2X+ BUSHING, cntl rod -
11-29 SC 76189 ~ " -SCREW, clpng - cntl inner (2) -
S #o gear (8) |1-52 - PMB 15/2X . BUSHING, cntl rod -
= }1-30 . CV 76245-1 COVER;, 1nspec§1on li S5 RD 76169 R%%er tr ‘1 :
‘ L A4 41-53° . ‘ control -
1-31 GA 76215 GA‘SKET,’i‘nsPectufm cv oo '1ms Deleted : o O i

i
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‘Section D 160/120"

AMBAC

SPRINGFIELD, MASS. 01107

Part No.

“PL 767751
GA 76211

GA 76218

Deleted
WA 6-8BL

WA 1551

SC 1140-1
SC 1555

SR 7611-1
SR 7611-2
SR/7611-3
SR 7611-4
SR 7611-5

Deleted
NKE 6/3X
WA 6-24
WMU 213z2/1X
SH 7665
Deleted

PK 7616

PK 7619

BB 1035
Deleted

GA 7996
SC 7970
BG 7654
WA 5-10BL

WA 1518
GA 5264
SC 1428
SC 150-2

NP 7676
FI 765

VA 7957-2 A

Deletéd
WMR 2041/5X
SC 7632

Ea

AMERICAN BOSCH MARKETING DIVISION

Description

PLATE, end
GASKET, end plate -
Left Hand side .
GASKET, end plate -
Right Hand side

WASHER, lock - end
plate - L.H. side (4)
WASHER, lock - end
plate - R.H. side (4)
SCREW, fstng - end’
plate - L.H. side (4)

-SCREW, fstng - end

plate - R.H. side (4)
SPACER, adjng -

cmsh - .008" (AR)
SPACER, adjusting -
cmsh - .012"” (AR)
SPACER, adjusting -
cmsh - .0l6" (AR)
SPACER, adjusting -
cmsh - .004" (AR)
SPACER, adjusting -
cmsh -+.006" (AR)

KEY, Woodruff - cmsh
WASHER, lock - cmshv
NUT, camshaft
CAMSHAFT

SEAL, oil - R.H. side
SEAL, oil - L.H. side
BEARING, ball (2)

GASKET, drain plug
SCREW, drain plug
BEARING, center
WASHER, lock -
fastening screw “(2)

"+ WASHER, plain -

fastening screw (2)
GASKET, ring -
fastening screw (2)
SCREW, fstng - cntr
bearing (2)

SCREW, drive - np
(2) ;
NAMEPLATE =
PETCOCK, lube oil -
overflow .
VALVE ASSY, .ovflo:-
for parts See Section
D275

GASKET, clsng plug

¢ PLUG, clsng - sump

BU’SHING, control rod

- outer

INDUSTRIES INC:

Part No.

Deleted
WA 6-10BL

SC 76123

PL 7676-1

CV 76228

' SC 1110-1

1-97 Deleted
BA 792 A

SC 127-12

GA 79111

PG 7931

WMR 2090/5 X
WA 1241

BG 7925

SP 7956
LE 7983 ..
SR 7917 -~

'SH 7957

BG 7926

PK 795
WA 1303
PN 3-20BL
NT 8-8BL
SC 7961
WA 6-8BL"
LE 7951A

LE 79794

PN 7947
SC 326-3CA
NP 7656
SC 150-2

PG 1041
PMK 8/1X

Description

WASHER, lock -
fsmg screw (10)
SCREW, insptn cv
fastening (10)
PLATE, end R.H.
side

COVER, protn -
cmsh See ‘Note 3
SCREW, protn cv
(4) See Note 4

BAFFLE, oil
SCREW, fstmg (2)
GASKET, baffle
PLUG, closing
RING, snap
WASHER, snap ring
BUSHING, shut-off
“lever shaft
SPRING, stop - lvr
LEVER, stop inner
SPACER, stop lvr
SHAFT, shut-off
BUSHING, shut-off
lever shaft

-SEAL, oil

WASHER

PIN, cotter

NUT

SCREW, clamping
WASHER, lock
LEVER ASSY, shut-
off - incl 113 -118>

"LEVER ASSY, shut-
~ off - incl 117 & 118
~ PIN, Bowden wire

SCREW, Bowden wire
NAMEPLATE, cau
SCREW, drive -
caution np (2)

.PLUG, pipe - R.H.

side front
COVER, protn ,

WMR 2041/409 X GASKET, protn cv

ZKG 12A3

COUPLING ASSY, dv
- for parts See
Section- D 100/100

GOVERNOR ASSY,

. wfor parts See

Section D 330/100

MOTES.

Pumps which incorporate the tappet assembly
with fixed pin (TP 7640 A): if replacement is.
necessary, use tappet.-assembly with floating




Section D 160/120
S _ PUMP - APE 8BB
Fuel Injection Serv1ce Manual . h ... Parts List

AMERICAN BOSCH MARKETING DIVISION AMBACG| SPRINGFIELD, MASS. 01107

INDUSTRIES INC.

NOTES - Continued

pin (TP 7644 A); if the tappet shell requires
replacement, use GU 76117 A and floating
-pin PN 7948 in place of fixed pin, PN 7925.

Select Spacer (35) to-obtain correct port
closing or port opening at number one plun-
ger. Minimum clearance between plunger
and Delivery Valve is 0.1 mm (.004").
Number one plunger was factory preset for a
clearance of 0.3 - 0.7 mm (.012 - .028").

Requires special order.
When Protection Cover (88) is used, 4

. SC 1140-1 (59) are replaced by 4 SC 1110-1
(89).

The Shut-off Lever (116) is located at either
the right or left side when facing the governor]
end of the pump. Whether lever is located
at the right or left side, parts (105, 106 &
107) remain in positions shown.

ISSUED MARGH; 1972



I‘uel Injection Servu:e Manual

" Seetion D160/120V°
PUMP - APE 8BB-
~ Parts List

AMER!CAN“BOSCH MARKET!NG II‘!IS!ON

AMBAC

SPRINGFIELD, MASS. 01107

NOTE:

ALLIS-CHALMERS. (l)l.ldd) - Nlodel 8DC

“ Drive End:
Order:

I11. No.

PR

ol :_‘f
!

INDUSTRIES INC

VA}RIATIONS

The fOl]()\\'lllL. parts lists itemize particular parts and/m (]lentltleb that apply to variations

of the bamc ,pump
4

20 i2-2073

APE £BB 11&0() 2072 A -D
APE 8BB 11‘;%00 2073 A-D

-5

L. H.

1-6-2-5-8-3-7-4 - Camshaft Notch':
Side - Timed for Port Opening.

Part Number
HP 76207 A

HP 762035 A

Il 7680

WMR 2118/4 X
WMU 2133/2 X
BC 76141-1A"

SPA 22B3384 A

* 2073 A,8B,C,D - for

SPA 22B 6363 A

+ LK 7911
+SC 1604
WA 6-SBL

GVB... /..

GVB.../...C2078B

GVB.../...C2079B

e e

Omlt parts 21 22, 23 55,80, 81 & 63

Side - CCW Rotation - Firing

JIOLDER,

2072 A - See Note

.C2078A GOVERNOR ASSY

1125

-1/4" x 0-1/2"

L. H.

Description

HOLDIIR ASSY, dely
va - incl 3, **a -
Tig (8)

dely va (8)

UNION, anglr - dely
(8)

GASKET, union (16)

NUT, union (8)

PLUNGER & BBL
ASSY (11mm) (8)

PUMP ASSY, supy -
‘u/o 2072 A,B,C &

parts sec Scction
D 265/1400
PUMP ASSY, supy -
u/o 2072 D - for
parts see Section
D265/1400
LINK,crtrl rod -u/o
SCREW, link - u/o
2072 A - Sec Note
WASHER, link sc-
u/o 2072 A - See Hote

- u/0 2072 A - for
parts see Section
D 330/100;V
GOVERNOR ‘ASSY
-u/o 2072B,C & D .
- for parts Sec
Section D330 00 V
-GOVERNOR ASSY
-u/0 2073 A'theu D -
- for parts’sec
Section D'3a()/100 \%

NOTE: When replacing control rod in 2‘(')72 A
pump, refel to Section D330/100 V for proper

~application.

Refer to Section D 175/3510 for Calibration
Instructions. Use AKB 508D 150 Test Holders
set at 2500 p.s.i. opening pressure, ‘ADN 852C
Test Nozzles and 1/4™ O.ID. x .120" I.D. x 20"
long high pressure tubing. :

1. Set at 900 RPM and control rod position of
l6mm for 65.5-69 cc/400 strokes.
2. Check at 225 RPM and control rod position of -
: 10 mm for 8-13 cc /500 strokes.

Refer to Basic Parts List, D 160/120, for a"
other required parts. 2

11, No.
A te

2076 |
APE 8BB 110Q 2076 A - (

ALLIS- CHALMERS (Buda) - Model 8§ DC 1125
- 5- 1/4" x6-1/2"
Drive End: L:H. Side - CCW Rotation - T iring
Order: 1-6-2-5-8-3-7-4 - CamshaftNotch
L.H. Side - Timed for Port Opening .
Part Number Description
HOUSING ASSY,
;i . pump - includes
. 44 & 51 : )
HP 76207 A > HOLDER ASSY,
dely va - incl 3,
'::‘:::Ll"*::;:C'(S) . ‘
HOLDER, dely va -
(8) -
UNION, anglr -
Dely (8) . _
GASKET, union(16)
NUT, union (8) ~
PLUNGER & BBL
L ASSY (11 mm)
v B T (8)
CV 76226-1 COVER, insptn =
SPA 22B 3384A PUMP ASSY - supy -
for parts see :
Sectlon D26'5 /-

+ HG-76929 A

HP 76205 A
FI_7680
WMR ;211%/4 X

WMU 2153/2 X
. BC 76141-1A -




", Order"

" Section D 160/120 V

AMERICAN BOSCH

“SPRIKGFIELD, MASS. 0107

AMBAC

ARKETING DIVISION

12076 — Cont'd

I11. No. Part Number Description
1-52 PMB 15/2X BUSHING, cntl rod
1-53 RD 7671 ROD, control
1-56 GA 76211 GASKET, end pl (2)
1-58 WA 6-8BL WASHER, lock-end
‘ plate (8)
1-59 SC 1140-1 SCREW, fstng - end
plate (8) :
1-65 SH 7671 CAMSHAFT
1-67 PK 7619 SEAL, oil (2)
1-87 PL 7677-1 PLATI, end - R.H.
side
= PMK 8/1X COVER, protn-cntl
rod - L.H. side
*x WMR 2041/409X GASKET, protn cv
bl PG 1041 PLUG, pipe-R.H.
side - front
- Omit parts 21,23,88,98- 118, kXY, 2
1‘ & **7
L CALIBRATION

Refer to' Section D 173 /3510 for Calibration Instruc-
tions. ‘Use AKB 508D 150 Test Holders set at
2500 p.s.i.. opening/pressure, ADN 8S2C Test
Nozzles and 1/4" O0.D. x.120" 1.D. x,20" long
high pressure tubing’.

l. -ocL “at 900 RPM and control rod poqmon of [16
““mm-for 65.5-69.0 cc/400 strokes.

' .Z Check at 225 RPM and control. rod position of

I0mm ﬁor 8-13 cc¢ /500 strokds.

Refer to Basic Parts List D160/lzf) for all other
“required parts. B

INDUSTRIES INC

111.\1\‘0. - Part Number

Description
e ZKG 12A1 | COUPLING ASSY,
' dv - for parts
see Scction
D100 /100
o GVB.../....C20798 GOVERNOR-:
‘ ASSY - for parts
see Section
- D330/100V
Omit parts 21,55,80,81 & '83
CALIBRATION

Refer to Section D173/3510 for Calibration
Instructions. Use ‘AKB 50 SD 150 Test lolders
set at 2500 p.s.i. opening pressure, ADN 88 2C
Test Nozzles and 1/4™ O.D. x.120" .D. x 20"
1ong hxgh pressure tubmg

1. Set at 600 RPM and control rod position of
of 12mm for 72 -74 cc/200) strokes.

2. Check at 225 RPM and control4 rod -position
$mm for 57 - 64 ~cc/300 btrokﬁ“ .

Refer to. Basic Parts List D160/120

for all ;%
other required parts. s

Y Drive End

2126
APE 8BB 130Q 2126 A - D

ALLIS CHALMLRS (Buda) - Model 8DC 1125
f - 5-1/4"x6- 1/2"
L H.. Sule - CCW Rotation -
1-6-2-5-8-3-7-4 - Camshaft Notch :
Slde - Timed for Port Opemng

» Drive End: Firing

L.H.

111 N o "art Nurnber Descriptibn i

“ g P 76'70'3A
5 valve (8)
' PLUNGER:& BBL

_BC 76‘63—3/&
' ASSY (l3mm) (8)

1.7
22 - Net. supplied by A.B..
. Not ‘supplied by A:B. ‘
© SPA22B oS,bdA " PUMP ASSY, supy -

' ‘ * for parts see

%

LAE

~HOLDER ASSY, dely |

Section, D265/1400 |

2250 ,f
APE 8BB 130Q 2250 4.6 ’

- ALLIS- CHAL\/IERS (Buda) - Models SDC 2505
. : . & SDCS 2305
= 634" x §-34

L.H. Side - CCW Rotation -

Firing Order 1—6—’7—3—6-%/—4 - Camshaft .=

Notch : L H. Side - T1med for Port Closing.
Il. No. ° Part Number Descripiion
1-1 £ HG 76929 A HOUSING ASSY,
- ¢ pump - includes =
- 44:& 31 ,
1-3. HP 76224 A HOLDER ASSY,
- dely va {8)
- +BC-76180-1A PLUNGER & BBL
ASSY (13mm). (S‘

1-22 WMU 2089/1X  NUT, union - dely.
(8) :

l1-30 CV 76226-1 COVER, inspm ™~ .

1-42 PUMP ASSY, supy.

SPA 22B 3384 A. N .
. -u/02230A-F < &
for parts sec
Section; Dl(-)/1400l

. PUMP ASSY’ supy

©-U/e, ,ZZaOu for -

, . - parts see Section
, . S D265/1400

RD 7671 . _ # ROD, control | - i

GA 76211 < ° GASKET, endpll(Z) T

SPA“ 22136363 A

. ‘Page
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AMERICAN BOSCH MARKETING I!\I!SIQN

2250 — Cont’d

No.  Part Number
. N Pact Number - Description i-3 HP 76205 A 7 ”OLDER ASQY
. : dely va (S) T
1-58 WA 6-8BL WASHER, lock - end T*a FI 7680 UNION, anglf'c'ely
= o oplate (8) P . (8) %
1-59 SC 1140-1 SCREW, end pl (8) “*b WMR 21i8/4X GASKET, union (16)
1-65 SH 7658 . CAMSHAFT . © E¥cs WMU 2153/2X © NUT,"union (8)
11-83°  +PMB 11/91Z STOP 44SSY,7eml rod| © 1-7 © BC 76141-14A PLUNGER & BBL
i1-87  §PL 7695 PLATE, end - R. H, " ASSY.(11mm) (8)
side f1-21 ‘Tl 7699 A FE{TTING, ovflo
Lo PG 7611 PLUG, pipe - R. . 1-22 Not supplied by A.Bi
side: 1-23 Not supplied by A.B. N
¥ ZKG 12 Al COUPLING ASSY, dv 1-42 SPA 22B3384A  PUMP ASSY, supy
- u/o 2250 A= E.for : ’ - for parts see L
parts see Section ' Section D265/1400 -
D 100/100 1-71 PG 1041 PLUG, pipe.
ZKH 96 A1X DRIVEN NEMBER - 11-72 4 BG 7666 BEARING, center
oL “u/o 2230 F &G _ 1-77 PG 1041 PLUG, pipe
** 7 ZKH 93/1X FLANGE -u/o 2250 FF 71 NP 7656 NAMEPLATE, cau
&G l © o fIF 767 NAMEPLATE, oil
* ZKH 75/2X DISC, intrmd - u/o Lo drain
2250 F o w2 SC 150-2 SCREW, drive -
DC 7510 DISC, intrmd -u/o - ) nameplate (4)
. 250G, L EE “F1 765 FITTING, petcock’
Omit parts 21,98-118,*¥1 - 3, & **7 ' ; - lube oil ovflo
. » : 27 GVB.../...C2302A GOVERNOR
CALIBRATION | ASSY - for parts ©
Refer to Section D 173/3510 for Calibration In- | A Section *”
structions. Use AKB 30SD 150 Test Holders set at T D330/100V
2500 p.s.i. opening pressure, ADN 8S 2 C Test ‘ Omu parts 55,70,80, 81.& 83
Nozzles and 1/4" O D. x.120" I.D. x 20" long hlgh LAL!BRATION

pressure tubing.

1. Set at 600 RPM' and control rod posltxon of I12mm
for 72-74 cc/200 strokes.

2. Check at 225 RPM and control rod pout*on of

Smm for 59-65.5 cc/400 strol\e<

Refer to Basic Parts Lxe.t Dl60/120 for - (11 other
requned parts.

SPRIMGFIELD MAss' 007

o [AWEAG)

T — 2301 o
APE 8B’~B IIOQ 2301 A.B & C‘

ALLIS- CHALMERS (Buda) - Model 8DC 1123
-5-1/4"x6-1/2"
‘Drwc End: L H. Side - CCW Rotation - Firing
- Order: 1-6-2-5—8—3—«/~4 - -‘Camshaft Notch: L.H
S1de - Timed for Port Opening . :
Description*

1. No Part Number o

1-1  HOUSING ASSY; pumip
= mcl 44, 51, 98 100

HOLDER ASSY, dely
“va <incl 3, **a ~*®*c

(8)

1- I{G 769‘38A

Eac

 HP 76207A.

wqusmues INC’

Refer to Secnon D 173/3510 for balxbratlo
Instructions .’ Use AKB 30 SD 150 Test Holders
set at 2500, p. s.i. opening pressure, ADN 8S2C
Test Nozzles and 1/4" O.D. x .120" I.D. x 20"
long hlgh pressure tubmg

1. Setat 900 RPM and control rod position of
~16mm for 65.5-69 cc/500 strokes.

2. Check at 225 RPM and control rod position of '
lOmm for 8-13 cc/500 strokes. .. :

Refer to Basic Parts Lxst D160/120 for all‘“
“other required parts. i

2306 e
APE 8BB 130Q 23()6 AB & C R

ALLIS-CHALMERS (Buda) - Model 8DC 2505}'_

- 6-3/4" x8-3/4"-
Drive End: L.H. Slde - CCW Rotation -. Firing -
Order: 1-6-2-5-8-3-7-4 - Camshaft Notch
L.H. Sxde .~ Timed for Port Closmg

I (g
R\

111. 'No. ‘ Descrlpfign N

,Part-, Numper
- HP 76224 A




